
6/12 Volt Wheel Charger Safe 
for AGM & Sealed Lead Acid 

Batteries With Start 

Model 6009AGM
5043 Farlin Ave

St. Louis, MO 63115
www.associatedequip.com

UL or CSA 
Continuous 

Rating

Crank 

Assist
Operating
Charging
Voltage

Battery
Types

Indoor/Outdoor
Rated

DC Cable 
Length and

Gage

Clamp
Rating A/C Cord

Length

Weight 
(Pounds) 

Lbs

Dimensions
(LxWxH)

70/60/2A 265A 6/12V SLA, AGM Y 7’ 4 AWG 500A 6-1/2’ 16-3 48 17.25X16.5X26.5

REVISED 482020

6009AGM Features
• 70/65/2 Amp continuous 

rating
• Vacuum impregnated heavy-

duty transformer to seal the 
unit against external agents

• Multi-diode rectifiers 
(patented) to take over in 
case of failure

• Fan cooling mechanism 
prevents overheating 
enhancing unit’s life span 
significantly

• CSA listed with “Safe in Any 
Weather” operation

• Will not arc or spark
• Patented “Flexi-Spring” cable 

guards relieve cable stress
• Heavy-duty chrome plated 

handle
• 2-Years Bumper to Bumper 

Warranty
• 5-Year limited warranty on 

transformer and rectifier
• MADE IN THE USA
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