
IBC6008
• 60A Adjustable Charging 

Voltage and Amperage 
• 70A Adjustable Voltage Re-

flash Power Supply
• Partial Charge Mode and 

Patented Battery 
Diagnostics 

• Designed to Vehicle 
Manufacturer and Battery 
Manufacturer Requirements 

• Polarity Indicated and 
Polarity Protected with 
Audible Messaging

• 2 Year Bumper to Bumper 
Warranty and 3-Year 
Coverage on the 
Transformer and Rectifier 

Four-line backlit 
digital display with 

3 languages: 
English, Spanish, 

and French   

270 Amp 
Boost

400A 
Vinyl Coat
w/Copper 

Jaws

12V 60/70A Intelligent Wheel Charger 
/Reflash Power Supply, Safe for all Battery 

Types SLA, AGM, EFB, Gel, Lithium-Ion

MODEL IBC60085043 Farlin Ave
St. Louis, MO 63115
www.associatedequip.com

Safe for 
AGM

Safe in 
any 

weather

UL or CSA 
Continuous Rating

Crank 

Assist
Operating
Charging
Voltage

Battery
Types

Indoor/Ou
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DC Cable 
Length and

Gage

Clamp
Rating A/C Cord

Length

Weight 
(Pounds) Lbs

Dimensions
(LxWxH)

60A 270A 12V
SLA, AGM, Gel-

Cell, EFB, 
Lithium-Ion

Y 6 ½’ 4 AWG 400A 6’ 16-3 47 17.25X16.5X26.5
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